
Limit values – ND NTech Double Patio door
Market:

Document ID: 0010BB(3.01)

Construction: 164
Date: 04 February 2025

Page: 1 of 2

Applicable for product codes: 4P

4P frame
Width

mm

Height

mm

Max W+H

mm

Max weight

kg

2788 – 7988 1650 – 2588 10676

4P sash
Width

mm

Height

mm

Max W+H

mm

Max weight

kg

682 – 2220 1604 – 2544 5143 200

4P sash (primary)
Width

mm

Height

mm

Max W+H

mm

Max weight

kg

682 – 2220 1602 – 2540 4896 175

4P sash (secondary)
Width

mm

Height

mm

Max W+H

mm

Max weight

kg

682 – 2220 1602 – 2540 4896 175

Remarks

4P frame # Width over 4788 mm must be delivered in two sections and assembled on site. Glass sent separately.
# Doors under 4788 mm in width can also be delivered in two sections if so specified.

#  Free passage width frame (symmetrically divided)                     Without aluminium                 With aluminium
        Frame width/2 minus :   :                                                                 323 mm                              363 mm

4P sash # Max frameweight for mounted glass is 95kg, otherwise glass have to be delivered loose.

4P sash (primary)# Max frameweight for mounted glass is 95kg, otherwise glass have to be delivered loose.

4P sash

(secondary)

# Max frameweight for mounted glass is 95kg, otherwise glass have to be delivered loose.



Limit values – ND NTech Double Patio door
Market:

Document ID: 0010BB(3.01)

Construction: NTech Passive
Date: 04 February 2025

Page: 2 of 2

Applicable for product codes: 4P

4P frame
Width

mm

Height

mm

Max W+H

mm

Max weight

kg

2788 – 7988 1650 – 2588 10676

4P sash
Width

mm

Height

mm

Max W+H

mm

Max weight

kg

682 – 2220 1604 – 2544 5143 200

4P sash (primary)
Width

mm

Height

mm

Max W+H

mm

Max weight

kg

682 – 2220 1602 – 2540 4896 175

4P sash (secondary)
Width

mm

Height

mm

Max W+H

mm

Max weight

kg

682 – 2220 1602 – 2540 4896 175

Remarks

4P frame # Width over 4788 mm must be delivered in two sections and assembled on site. Glass sent separately.
# Doors under 4788 mm in width can also be delivered in two sections if so specified.

#  Free passage width frame (symmetrically divided)                     Without aluminium                 With aluminium
        Frame width/2 minus :   :                                                                 323 mm                              363 mm

4P sash # Max frameweight for mounted glass is 95kg, otherwise glass have to be delivered loose.

4P sash (primary)# Max frameweight for mounted glass is 95kg, otherwise glass have to be delivered loose.

4P sash

(secondary)

# Max frameweight for mounted glass is 95kg, otherwise glass have to be delivered loose.


