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Windows Fixed EI60
Holder/Issued to 

NorDan AS 
Stasjonsveien 7, NO-4460 Moi, Norway 

Product description 

Fixed Frame (Inward finish) EI60 and Fixed Frame EI60, fixed windows with frame made of wood. Maximum 
size for one section is W = 2 800 mm, H = 3 360 mm for internal windows and H = 3 080 mm for external 
windows respectively. The glass consists of Pyrobel 25 for internal windows and different variants of 
insulating glass units with Pyrobel 25 and laminated glass for external windows. Fire resistance class EI 60. 

Maximum glass size is 1561 × 2159 mm for single glass Pyrobel 25 and 2101 × 2700 mm for insulating glass 
units with Pyrobel 25. Maximum glass area shall not exceed 2,83 m2 and 5,68 m2 respectively. 

To extend the width of the partition, several sections can be built together. 

Intended use 

Fire separating windows for internal and external use in buildings. 

Trade name 

Fixed Frame (Inward finish) EI60 
Fixed Frame EI 60 

Approval 

The product satisfies the requirements set forth in chapter 8, 4 § 2 PBL, in respect to and under conditions 
stated in this type approval, and are therefore approved in accordance with the provisions of the following 
sections of Boverket Building Regulations (BBR), issued by the National Board of Housing, Building and 
Planning. 

Fire resistance class EI 60* 5:231 

* Valid for windows in accordance with classification reports 150002-04A dated 2019-06-27, 150002-04B
dated 2019-06-20 and test report 150001-12 dated 2022-06-23.

Associated documents 

Assembly instructions R040141 C dated 2019-06-28 and R041069 dated 2019-07-02. 

Control 

The factory production control (FPC) is monitored by an independent inspection body. 
Control plan: Ref no. 1243756 dated 2024-08-16, Inspection body: RISE 
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When the building proprietor performs inspection at the building site, markings shall be checked to ensure 
that the correct products have been supplied and that they are used in accordance with the conditions in this 
type approval and associated documents. Further the product shall be accompanied by a manufacturer’s 
assurance, certifying that the product has been manufactured in accordance with the documents on which this 
type approval is based. 

Manufacturing places 

Production control includes the following places: 
NorDan AS, Stationsveien 7, Moi, Norwaay 
NorDan Sp. z o.o., ul. Fabryczna 16, Wolsztyn, Poland 

Marking 

The product is to be marked at the factory. The marking consists of a sign/label/text on every product supplied 
and includes: 

Holder 
Manufacturing place 

Product type designation 
Consecutive manufacture no./date of production 
Type approval number 
Boverket´s registered trade mark 
RISE Accreditation number  
Inspection body 

NorDan AS 
NorDan AS, Moi/  
NorDan Sp. z o.o.,  Wolsztyn 
Fast Karm EI 60 
no./date 
SC0247-19 

 t 
1002 
RISE 

Basis for approval 

Klassifikationsrapporter 150002-04A och 150002-04B samt provningsrapport 150001-12 från RISE Fire 
Research AS. 

Ritningar enligt rapporter 150001-01B daterad 2019-04-30, 150001-01D daterad 2019-04-30, 150001-01E 
daterad 2019-04-30 och 150003-01 daterad 2019-06-27. 

Comments 

Associated documents shall accompany the product or by other means be available to users of the product. 

This type approval supersedes the previous type approval with the same number dated 2022-09-15. 

Validity 

Valid through 2029-09-12. 

The validity of this type approval can be verified at RISE homepage. 

The validity of this type approval expires when the type approved product with the intended use according to 

this type approval shall be CE-marked according to the Construction Products Regulation (EU) 305/2011. 

Stefan Coric 

This is a translation from the Swedish original document. In the event of any dispute as to its content, the Swedish original shall take 

precedence. 


